
TEX COTE  STONE-TEX  SYSTEM  

TEXTURED COATINGS OF AMERICA, INC. 
(Guide Specification) 

 

TEX COTE  STONE-TEX  SYSTEM 
 

(Tilt-up, Precast, Cast-in-Place Concrete, Cement Plaster.  Consult TEX COTE  
Representative for other approved substrates.) 

 

SECTION 09960 – EXTERIOR TEXTURED COATINGS 
 
 

System Description 
 
 

TEX COTE  STONE-TEX  SYSTEM- A 100% acrylic terpolymer coating 

utilized over selected TEX COTE  High Performance Exterior Coating base 
coats to simulate a granite, stone or aggregate appearance. 
 
 

Submittals 
 
 
Submit all manufacturer technical data and application instructions. 
 
 

Jobsite Mock-up/Wall Sample 
 
 
A jobsite mock-up for the Architect and/or Owner’s approval will be completed 
prior to beginning the application. 
 
 

Product: TEXTURED COATINGS OF AMERICA, INC. 

 
 
Sales Office 

Corporate Office & 
Eastern Plant 

 
Western Plant 

Ft. Lauderdale, FL  
(954) 581-0771 

Panama City, FL  
(850) 769-0347 

Los Angeles, CA  
(323) 233-3111 

 

Application 
 

The TEX COTE  STONE-TEX  SYSTEM will be applied in sequential coats 
according to manufacturer’s printed technical data.  The specific number of coats 
will be determined by the Architect’s/Owner’s approved standard for the project.  
An optional low sheen clear glaze may be utilized for color enhancement. All 

surface preparation and cure time for the selected TEX COTE  base coat will be 
in accordance with manufacturer’s technical data. 


